
 

 

Low Operating Cost 
 
Robust & Durable Applications 
 
Economical Shipments 

DIN EN ISO 9001:2000

Configured in Modules for... 



 

 

LINNHOFFModular Asphalt Mixing Plant (Batch)

Expansion of the MSD series with the latest design optimizes several innovative features. Having economical
attributes to provide a facility of lowest cost production of Hotmix Asphalt. Current MSD range of smaller
plants capacities are premeditated for ultimate versatile operations.

MODULAR STRUCTURE
Linnhoff�’s modular design allows the plant to be easily transportable, elementary in set up with its pre assemble stackable
units ; making the plant�’s assembly fast and easy. Its specific configuration having mechanism to compliment the installation at
site with crane, module by module until the plant finally erected. Modularity made simple!

COMPACT DESIGN
Compact design coupled with high performance. Linnhoff�’s modular plant does not require Hot Elevator and Vibrating Screens.
Thus area for plant lay out is also reduced. Linnhoff Screen Drum concept utilizes dual functions of drying and screening of
aggregates ensuring very short route of aggregate flow to the hot bins. Screen Drum concept minimizes utilization of moveable
parts by lowering maintenance cost. So, Lower Fuel Consumption and Lower Maintenance Cost result in Lower Operating Cost.
Plant users appreciate Linnhoff�’s plant competitive investment with Lower Operating Cost.

CUSTOMED FIT TO CONTAINERS
Each plant module are shippable via sea containers. This shipment method achieves lowest sea freight cost and fast land
transportation. Shipment with container vessels are more frequent as compared to bulk cargo. Each module fits well into
containers and carted out easily at site.

RAPID SET UP STEEL FOUNDATION SYSTEM (*Optional)
Steel foundation of the plant ensures solid stability over the compacted ground. No concrete or heavy foundation required.
This facilitates quick set up, optimizing time and performance hence reducing costs. This optional, reusable Rapid Set Up Steel
Foundation ensures fast installation at site as well as minimizing civil works construction. This method speeds up the assembly
and re assembly of plant set up.
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MSDMODEL & CAPACITIES

MODEL MSD 1000 MSD 1250 MSD 1500

CAPACITY 60 TPH 80 TPH 100 TPH



 

 

MSD Plant�’s MAIN COMPONENTS

REAR VIEW

WEIGHING SYSTEM

SCREEN DRUM

Filler Weigher
Bitumen Weigher

TWIN SHAFT MIXER

Gear Shaft Drive

High Resistance & Robust Mixer

* OPTIONAL

MULTI CYCLONES *

RAPID SET UP STEEL FOUNDATION *

BAGHOUSE FILTER *

RECUPERATED FILLER SILO
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Aggregate Weigher

FRONT VIEW

TRUCK CLEARANCE HEIGHT 3.5m



 

 

CUSTOMED FIT TO CONTAINERS

economical and fast shipment

MSD 1500 SHIPMENT

MODULAR STRUCTURE
module by module installation

Plant Support Structure

Mixer Module

Weigher Module

Hot Bins / Recuperated Filler Silo Modules

Screen DrumModule

Baghouse Filter or Multi Cyclones with
Wet Scrubber Module

Modula
rity c

omes so
easy!

HOT BINS & RECUPERATED FILLER  SILO 

WEIGHER & SUPPORT SECTIONS 

WEIGHER & SUPPORT SECTIONS 

BAGHOUSE FILTER & CONTROL ROOM 

SCREEN DRUM ON FLAT RACK 
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The unique technology of Linnhoff made it stands out from conventional
asphalt plant.

One drum that does it all!

With the LINNHOFF SCREEN DRUM TECHNOLOGY the drying
and screening of aggregates takes place within the Screen Drum,
conserving energy & processing activity.

Aggregates channel into Screen Drum
Interior Screen Drum dries the aggregates
Dry aggregates discharge via openings at end of Screen Drum
to drum exterior.
Screw flights secure along outer drum push aggregates
over rotary drum fitted with vibrating screen mesh.
Aggregates of various sizes screen over various Hot Bin
compartments

Resulting in :
Lower Fuel Consumption

Shorter route of aggregate flow with heat losses being
contained.

Lower Maintenance Cost
No need to change worn off buckets, bearings, chain,
sprockets etc. as Hot Elevator is not required.

HENCE, LOWER OPERATING COST �…..
�…..WITH LINNHOFF SCREEN DRUM ASPHALT PLANT.

How does it work?

With a CONVENTIONAL ASPHALT PLANT:

Aggregates conveyed into Drying Drum
Drying Drum dries aggregates
Dry aggregates channel to Hot Elevator
Moving against gravity flow, abrasive aggregates being scooped
up with steel buckets and elevated to top of Hot Elevator
Aggregates discharged onto vibrating screens & screened into
hot bin compartments .

Resulting in :
Higher Fuel Consumption

Longer route of aggregate flow, with unnecessary heat
dissipation from un insulated dryer drum, Hot Elevator
and Vibrating screens

Higher Maintenance Cost
Constant changing of worn off buckets, bearings, chain,
sprockets etc. of Hot Elevator.

HENCE, HIGHER OPERATING COST
�…..WITH CONVENTIONAL ASPHALT PLANT.

XX  
 X X  

VS Conventional Asphalt
Plant

LINNHOFF Screen
Drum
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LINNHOFF TECHNOLOGIES PTE LTD
(A member of IPS LINTEC Group of Companies)
71 Tech Park Crescent, Tuas Tech Park, Singapore 638072
Tel: +65.6863.1111 Fax: +65.6863.1080
Email: sales@linnhoff.com www.linnhoff.com

Authorized Distributor

Other
Plant

Models
Mobile Asphalt Plant

Base Stabilization Plant

Hot Recycling Plant

Tower Asphalt Plant


