
SELECTION  BEYOND  COMPROMISE
• Cummins Engine
• Hydro-Electric Transmission
• Rear Wheel No-Spin Differential
• Hydraulic Brake System
• Heavy Duty Blade
• Patented Single Weld Front Frame

M SERIES

 
Manufactured under stringent 
German design and process

BIG YELLOW SELECTION                                                                              Highly Discipine selection process anchored on
 reliability, functionality, efficiency, value for money, quality, relevant innovation and aesthetic value

motor grader



* Specifications and design are subject to change without prior notice.

8700x2600x3500mm

9900x2740x3500mm

5985mm

2150mm

80.8KN

7500mm

16500kgs

Engine

Model

Engine Power

Engine Speed

Maximum Torque

Maximum Torque Speed

Cummins 6CTA8.3

160kw(218hp)

2200rpm

872N.m

1500rpm

Performance

Overall Dimension (LxWxH)

With Front Bulldozing Plate/ 
Rear Ripper (optional)

Wheelbase Between Front and 
Rear Axle

Track Between Front Axle and 
Rear Axle

Max. Traction Force

Min. Turning Radius

Operating Weight

17.5-25 12PR

Cab

Type ROPS/FOPS cabin with panoramic view

Wheels

Tire

Ripper (Optional)

Ripper Witdth

Max. Cutting Depth 

No. of Teeth

2000mm

315mm

5

Optional Attachments

Front Dozer
Rear Ripper
Scarifier
Air-conditioner
Blade Automatic Leveling Equipment
Mudguard
Beverage Cooler

3.965m

.650m

360O

90O

500mm

Traveling Speed

Forward

Reverse

1st 5.0 km/h

2nd 8.6 km/h

3rd 11.3 km/h

4th 19.2 km/h

5th 23.8 km/h

6th 39.6 km/h

1st 5.0 km/h

2nd 23.8 km/h

3rd 23.8 km/h

Blade

Blade Length

Blade Width

Cycling Angle

Maximum Inclined Angle

Maximum Depth in Ground

For more information on Big Yellow Products:
BIG YELLOW INTERNATIONAL LIMITED
10 Anson Road, #21-07 International Plaza
Singapore 079903

Big Yellow and their respective logos, as well as corporate identity 
in this leaflet are trademarks of Big Yellow International Limited
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