
Kubota Engine
Kawasaki Hydraulic Pump
Fast Swing Speed
Easy Maintenance

American design and process

YC SERIES

Hydraulic
Crawler Excavator



*Specifications and characteristics are subject to change without notice.

Performance
Width of Bucket    860 mm
Max. Digging Force   60 kn
Bucket Capacity   0.32 cu.m
Swing Speed    12 rpm
Walking Speed ( Low/High)  2.6 / 4.5 kph
Operating Weight   8100 kg

Engine
Type  Model KUBOTAAV3800DI-E3B, In- line,
  4 cycle, 4 cylinder, watercooled, direct
  injection, diesel engine
Power output    60 kw
Displacement    3.769 L
Rated Speed    2200 rpm

Dimension
A-Max. Length of Transportation  6425 mm
B-Machine Height   2610 mm
C-Overall Width    2185 mm
D-Crawler Width   450 mm
E-Platform Slewing Radius  1865 mm
F-Crawler Length   2784 mm
G-Track Base    2200 mm
H-Min. Ground Clearance  380 mm
I-Overall Height    2482 mm
J-Width of Platform   2090 mm
K-Height of Engine Hood  1754 mm
L- Height from Floor to Platform  815 mm 

Cab
ROPS / FOPS Fully enclosed standard cabin, full vision, all steel with safety window & door locks, windshield
wipers & washer, cab dome light & electric horn, cabin is rubber mounted to reduce noise and vibration, adjustable
foam rubber seat with backrest  & armrest. Advance LCD instrument panel can supply electronic monitoring and
alarm for machine system.

Operating Parameters
Max. Digging Height   6965 mm
Max. Dumping Height   5135 mm
Max. Digging Depth   4125 mm
Max. Digging Radius   6595 mm
Max. Horizontal Digging Length  6463 mm
Max. Digging Height Radius  3298 mm
Min. Slewing Radius   2140 mm
Max. Depth of Bulldozing  420 mm
Max. Height of Bulldozing  320 mm
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