
motor grader

Cummins Engine
Hydro-Electric Transmission
Rear Wheel No-Spin Differential
Hydraulic Brake System
Heavy Duty Blade
Easy Maintenance

M SERIES



 

 

Performance

Overall Dimension (LxWxH)

Wheelbase Between Front

and Rear Axle

Track Between Front Axle

and Rear Axle

Max. Traction Force

Min. Turning Radius

Operating Weight

Engine

Model

Engine Power

Engine Speed

Maximum Torque

Maximum Torque Speed

Cummins 6BTA5.9-C100

100kw (136hp)

2300rpm

560N.m

1500rpm

7800x2400x3245mm

5306mm

1940mm

47KN

6700mm

10650kg

Traveling Speed

Forward

Reverse

Blade

L *Chord

Cycling Angle

Maximum Inclined Angle (L/R)

Maximum Depth in Ground

3355x570mm

360O

76O

450mm

1st 4.6

2nd 7.2

3rd 11.8

4th 18.5

5th 28.3

6th 44.1

1st 4.6

2nd 11.8

3rd 28.3

Optional Attachments

Front Dozer

Rear Ripper

Scarifier

Air-conditioner

Blade Automatic Leveling Equipment

Mudguard

Ripper Attachment (Optional)

Ripper Width

Max. Cutting Depth in Ground

No. of Teeth

1750mm

275mm

4

Wheels

Tire

Cab

Type ROPS/FOPS cabin with

panoramic view.16-70 10PR

motor grader


	py120m front
	py120m back

