


Main specification
Total weight

Standard bucket capacity (SAE)

Engine

Travel swing

system

Hydraulic

system

Tank Capacity

13600kg

0.55-0.72m3

CUMMINS 4BTAA3.9

4-cylinder in-line water cooled, turbocharged, after cooled,

direct injection diesel engine

85.4kw/2200rpm

477Nm/1500rpm

3.9L

30km/h

>35%

13r/min

Dual axial variable double plunger pump

2x132L/min

2200rpm

Oblique axis variable plunger motor

Axial fixed displacement plunger motor

330bar

270bar

40bar

260L

125L

Model

Type

Rated power

Maximum torque

Displacement

Maximum travel speed

Climbing capacity

Turning speed

Main pump type

Main pump rated flow rate

Main pump rated rotation speed

Travel motor

Turning motor

Travel working device operation pressure

Turning system operation pressure

Pilot system pressure

Fuel tank capacity

Hydraulic tank capacity

Working device and operating parameters
Maximum digging height

Maximum digging depth

Maximum digging radius

Maximum ground digging radius

Maximum vertical digging depth

Maximum unloading height

Bucket digging force (SAE)

Bucket rod digging force(SAE)

8498mm

4685mm

7900mm

7668mm

3840mm

6055mm

82.7kN

74.2kN

Overall specifications
Total length

Total width

Toght height

Dozer blade width

Wheelbase

Tread

Weight ground clearance

Minimum ground clearance

Tail length

Tail turning radius

Working device height (transportation state)

7785mm

2500mm

3158mm

2490mm

2600mm

1944mm

1260mm

378mm

2290mm

2388mm

2915mm

Hydraulic Excavator


