CARGO TRUCKS
URAL NEXT

URAL NEXT 43206-6152-71

» Updated driveline with service « Engine power up to 312 h.p.
life and reliability enhanced by « Differentials locking
50% "H'Hnn « Central tire pressure control

« New NEXT bonnet-type cab
« Air-sprung driver's seat
« Heat and noise insulation

« Pneumatic brake system with system « Optimal internal environment
RELIABILITY WABCO Fomponents . CROSS-COUNTRY COMFORT
« High resistance to corrosion ABILITY

« 24-month or 100,000 km « Bonnet-type cab layout

\ guarantee improving driver's safety
‘ « 15,000 service-to-service - RBL steering

interval

« Competitive price among similar
vehicles
« Low cost of ownership

GUARANTEE SAFETY COST EFFICIENCY
& SERVICE



TECHNICAL DATA
URAL NEXT 4x4 CARGO TRUCK
43206-6152-71138
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Wheel arrangement 4x4 2n0neﬁe:-/UHb/
Payload, kg 5 500 - I
Curb Weight, kg 6 935 S
Curb Weight distribution, kg: i e e min =
- on front axle 4 635 | ==
. I S| 2
- on rear bogie 2 300 - ¥/ B- ———: 1y S S
Gross Vehicle Weight, kg 12 660 | —
GWV distribution, kg: | —
- on front axle 5 085 ~®
- on rear bogie 7 575
Trailer Gross Weight, kg 7 000 "
Maximum traveling speed, km/h 85 2992 .(”'/5”’( 204) { 2 NonepeyuHsl
Estimated fuel consumption: 3215 (m/dax 300 2)
at speed 60 km/h, /100 km 22
Engine: YAMZ-53622-10, L-6, diesel
Engine displacement, cm? 6650
Maximum power, kW/h.p. (at mint) 176.5/240(2300+25)
Maximum torque at 1300-1600 min', N-m 897
Transmission
Clutch Dry, friction-type, single-plate, with diaphragm, actuating method hydraulic, with pneumatic booster
Gear box YAMZ-0905
Shift numbers Mechanical, three-way, five-speed, 2; 3; 4; and 5 speeds have synchronizers.
Gear ratios: Forward: I - 5,22 IIT - 1,52 V-0,71
II - 2,90 IV - 1,00
Reverse: 5,22
Transfer box Mechanical, two-stage with inter-axle locked differential.
Steering RBL C-700M left-hand, with hydraulic booster
Axles Reduction ratio 6.77

Front suspension Conventional, multi leaf-spring with 2 telescopic, hydraulic, double action shock absorber
Rear suspension Conventional, multi leaf-spring
Brake system with air actuation Wabco (Germany)
Service brake: drum type, double circuit with ABC
Parking brake: mechanically driven, drum-type
Auxiliary brake: engine brake with air drive
Platform body Metal-made, with r.h. &Lh. tilting sides and a tailgate, equipped with removable canopy and top bows, having tilting side
benches and a removable one

Tires - with pressure control ~ KAMA-1260 425/85R21 156G Cab All-metal three-seater, with AC
Ground clearance, mm 400 Fuel tanks filling capacity, | 300

Exclusively Distributed by: c E R
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PHILIPPINES

Cebu: 71 Juan Luna Ave. Kasambagan Mabolo, Cebu City - Telefax: 032.520.2214
Manila: Parc House 1, Suite 33, 227 EDSA Greenhills, Mandaluyong City 1554 - Telefax: 02.576.8606
Warehouse: Canaynay Avenue, BF Homes Martinville Subd., Manuyo Dos, Las Pifas, Manila
Davao: Diversion Highway, Matina Pangi, Talomo Davao City
www.conequip-ph.com - info@conequip-ph.com



